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             THISTLE CLASS ASSOCIATION

       2009 NATIONAL CHAMPIONSHIP

                           August 2 - 7, 2009

                        CEDAR POINT YACHT CLUB
                                                                  WESTPORT, CONNECTICUT

     Measurement Form
Instructions

· Follow the diagram on the back of this form to begin the measurement process at the building between the dry stall and the cruising class parking lot.

· The mast must be detached along with the standing rigging and topping lift.  Un-pin the shrouds & adjusters from the chainplates and also the forestay (and turnbuckle, if any).
· Return the completed form to the registration desk.
	Skipper
	
	Sail Number
	 


	Item
	Notes
	Measurement

	All up weight – 
515 pounds minimum
	Weight does not include sails, jib sheets, spinnaker pole, paddle, life preservers, anchor and line, and similar readily-removable items.  The rudder, tiller, mainsheet and attached hardware and rigging is included.  
	 

	Hull corrector weights
	Shall be firmly attached to the hull, either exposed, or, if inside a tank, located immediately adjacent to an inspection port. Half of the weight shall be located at or ahead of the chain plates with the other half located at least 6’ 0” aft of the chain plates. Any weight in excess of 15 pounds shall be evenly divided and placed half in the bow and half in the stern with the two halves at least 16’ apart.
	 

	Mast weight – 
30 pounds minimum
	Fully rigged with halyards, topping lift, shrouds, forestay and spreaders.  Shroud adjusters or turnbuckles may be included too.  Note that CMR 60 requires that corrector weights used to bring a mast up to minimum weight shall be securely fastened at some location at or above the middle spreaders
	 

	Mast Step height – 
1” +/- 1/8”
	 
	 

	Mast Height – 
24’ 6” maximum
	Centerline of main halyard sheave above shear level at foot of mast.  Note that this height includes the step and any shims.
	 

	Shim thickness – 3/16” maximum
	 
	 

	Mast “Luff Length”– 22’ 2” + 0” – 2”
	Distance from centerline of gooseneck fitting to centerline of main halyard sheave 
	 

	Safety equipment
	All of the following:
	 

	 
	1.     Anchor & chain – 8 pound minimum
	 

	 
	2.     Anchor line length – 100 feet minimum and line shall not be less than 1/4” in diameter or made up of more than two pieces of rope plus a chain.
	 

	 
	3.     USCG approved PFD’s – one per person 
	 

	 
	4.     One additional “throwable” life saving device (life jacket or cushion)
	 

	 
	5.     Paddle or oar 
	 

	 
	6.     Bailing device(s) – 2 gallons minimum
	 

	
	7.   Whistle
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